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Do not clean unit with
thinner or solvents. This
will damage the unit.
Use only mild
detergent on damp
cloth to clean and
rinse unit if needed.

CHEMICAL



MAKING MEASUREMENT

. Remove protective cap. x
Press the Read button once to swifch on. Display will appear blinking.

Dip tester into sample solution up to the immersion level, shake to remove

bubbles. Tiny bubbles on sensor will affect accuracy.

. Keep still and wait for a stable reading. When the display stops blinking and
beeps, a stable reading has been establish. You can now take the reading.

. To take another reading, press the Read button again. Whenever the display is

blinking, it means that the unit is sensing for a stable reading and waiting for a

complete temperature compensation to take place.
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. If measurement is made in a cup, be sure fo leave a 1/2 inch or lcm gap
between the bottom.
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. Always rinses the sensor area with clean tap water before and after each test.
Soakitin a cup of clean tap water for af least 30 minutes before storing.

. To Switch off, press and hold the Read button for 3 seconds.
. Replace with the protective cap before storing away.
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In the presence of certain radio transmitters, this product may produce erroneous readings. If this
occurs then measurements should be repeated at another location.

MAINTENANCGCE

Always socak the sensor in clean tap water after each test. This will maintain the sensor’s accuracy and prevent
dirt from depositing on it. If dirt is deposited on the sensor, it will degrade the accuracy of the unit.

CLEANING THE SENSOR

If the sensor is dirty, soak the sensor area in mild detergent and agitate for 2-3 minutes will remove dirt. Soak
the sensor area in alcohol will remove oil.

After soaking, rinse the sensor area thoroughly with distilled water and soak for another & minutes. Perform a
cdlibratfion after each cleaning.

CALIBRATION
Perform calibration every é months or whenever readings are in doubt.

NOTE: NEVER PERFORM CALIBRATION IF YOU DO NOT HAVE 6440ppm STANDARD SOLUTION. WRONG
CALIBRATION WILL SEVERLY AFFECT THE ACCUARCY

1. Make sure you have the correct standard solution:
Standard solution: 6440ppm Order Code: $C1288 {(90ml)

. Dip the sensor info the solufion while keeping a 1em or 1/2 inch gab between the bottom. Shake to
remove bubbles at the sensor.

. Switch on the unit, then press and hold-down CAL button unfil the display shows CAL. Then é400 will appear
in a blinking mode.

Keep still and wait until it beeps and the display stops blinking.
. Cclibration completed. Rinse the senor area thoroughly before proceeding with further tests.
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LOW BATTERY ALERT

When the battery symbol L appear on the display, this indicates a low battery and only 2 hours of
contfinuous use remain. Though the unit may continue to function, the accuracy of the unit will be affected
beyond 2 hours.

Change the batferies according to instructions overleaf.
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. When the display shows * - - -

ERROR CODE

. When Erb is displayed during calibration, it means you have used the wrong standard solutions. Make sure

you have the right calibration solutions before performing calibration.

. When Erris displayed during calibration or measurement, it means the unit cannot get a stable reading. This

could sometime due fo eletro-magnetic inteference when you make tests near equipments with strong
magnetic field. To prevent this, move to another location.

. Press READ button several time fo exit error mode at anytime.
. When the display shows * - - - " during measurement, if indicates an overanged reading. This means the

solution is foo concentrated or temperature is out of the meter's measuring range. Rinse the sensor area
with water thoroughly and make measurement only in solutions not above the measuring range and within
0 to 50°C.

' when switched on or before dipping into any solution, it means the meteris
malfunction or damaged.

. If meteris not dip in solution and shows a reading above zero when switch on, it could be due to different

humidity of place manufactured and your environment. Perform a factory reset as follows:
a. Disconnect battery by removing battery cap.

b. Press the READ butfton at the same time replace the batteries.

c. CO0 will appear blinking, wait for display to stop and retum to zero.

d. Reset complefed. You can proceed to make measurement.

APPLICATION & PRODUCGCT SELECTION GUIDE

Concentrate Solution

Sewage Water

Untreated raw water
Stream / well water
Cooling water

Industiral Water

RO permeate
Boiler water
Good City Water

Pure WAter
De-ionised water
Steam Condensate

Ulira pure water

0.05p$ 0.5u8
0.1ps

5us 50u8
10u8 100us

Senz TDS / Senz pSiemen

Sms 50ms

10ms

500ms
100ms

5000S |

18 1ms

|SenzTDS2 / Senz mSiemen |

Professional Handheld / BenchTop / WalkLAB Conductivity meter




