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1.

2.

AUTO-RANGE 
0to 1,999
2,000 to19,990
20,000 to 50,000 

FEATURES: 

 

INTRODUCTION 
Your purchase of this WalkLAB Digital Light meter marks a step
forward for you into the field of precision measurement.
Although this meter is a complex and delicate instrument, its
ruggedness will allow many years of use, if proper operating
techniques are observed and practiced. 

ELECTRICAL SPECIFICATION 

RESOLUTION ACCURACY 

0to 199.9
200 to 1,999
2,000 to 5,000 

0.1 Fc
1 Fc
10 Fc 

1 Lux
10 Lux
100 Lux 

± 5% + 0.4 Fc
± 5% + 4 Fc
± 5% + 40 Fc 

± 5% + 4 Lux
± 5% + 40 Lux
± 5% + 400 Lux 

� Precise and easy readout, high accuracy measurements.
� Wide range of light measurements up to 50,000 Lux 

or 5,000 fc (foot-candle) 
� Low battery indicator provides early warning of weak 

battery level. 
� Automatic zero adjustment. 
� Large and easy to read low power LCD display. 
� Separate light sensor allow user to make measurement at 

optimum position. 



3.

ZEROING CALIBRATION 

MAKING MEASUREMENT 

DESCRIPTION & OPERATING INSTRUCTIONS 

� 

� 

� 

� 

� 

Switch on meter and align sensor perpendicularly to light
source. Wait 3 seconds to take a reading. 
Press HOLD button once to freeze or hold displayed 
readings, and again to resume measurement. 
Meter is preset to Lux, hold-down HOLD button for 3 sec. 
to switch display to Fc(foot-candle). 

If display do not show zero when sensor is covered, it 
means meter need perform zero calibration 
Fully cover on the sensor, use a ball-pen to press the 
Zeroing button to complete zero calibration. 

ON-OFF button

HOLD button
Meter is pre-set to Lux,

hold-down button for
3 sec. to switch to Fc

Sensor Cover
Keep cover on during ZeroCalibration 

Zeroing button
Cover light the sensor 
then press button with
ball-pen to complete 

zero calibration
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GENERAL SPECIFICATION 

SPECTRUM FOR LIGHT SENSOR: 

Measuring Range - 0 to 50,000 Lux auto ranges
- 0 to 5,000 Fc (foot-candle)
- Manual adjustment
- 1 seconds
- Photo diode cell
- 4 x 1.5volt AAA size battery
- Approximately 5mA 

Zero adjustment
Sampling time
Sensor Probe
Battery type
Battery consumption 
Operating Temperature - 0 to 50ºC (32 to 122ºF) 
Operating Humidity - 80% RH maximum 
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REPLACEMENT OF BATTERY 

MEASURING CONSIDERATIONS: 
As the Lux meter is highly accurate and sensitive, its photo
sensor has special features for curve in low display reading
area. 
When light intensity is over the meter’s measuring range, 
display will show “ - - - “. 

1.When the left corner of LCD display shows the symbol,
However,

measurement may still be made for few hours after the
becomes 

it is necessary to replace the battery. 

symbol appears before the instrument 
inaccurate. 

2. Pull the latch of the battery cover at the rear bottom. 
3. Replace all 4 x 1.5volts AAA size battery. Ensure the correct 

polarity is connected to the battery clip. 
4. Close the cover by aligning arrow as below, and press the 

center of cover to snap in for full closure. 

Lift latch here to
release over

Battery Cover
To close cover,align arrowsto

top and press here to close
 





CERTIFICATION OF CALIBRATION 

Instrument that was used for the calibration was
calibrated by Yokogawa Meters & Instruments
Corporation or equivalent calibration institution in
accordance to the National Standards (JIS C1609) under
the environmental temperature of 25ºC and Humidity
of 70%. 
Certified by Manufacturer 

TTBH Pte. Ltd. certifies this product underwent
calibration in accordance with Trans Instruments
product manufacturing standards and work procedures
and the result of inspection or testing for calibration
meets the product specifications. 

Product:

Range:

Accuracy: 

WalkLAB Digital Light meter

0 to 50,000 Lux

± 5% +4 count of the resolution 

Calibration points: 300Lux, 1,900Lux, 20,000 Lux 

TCL 



WARRANTY: 
TTBH Pte Ltd, warranties this product for a period of 12 months for
main unit and 3 months for probe or sensors from date of purchase;
against all defects in material and workmanship. This warranty does not
apply to the abuse or misuse of the instrument. If repairs or
adjustments are required, please return the defective product freight
prepaid. Instrument within warranty will be repaired at no charge. 
Make sure that the product is properly packed and insured against 
possible damage or loss in shipment. Purchase invoice MUST be 
accompanied in returned product or else warranty is considered 
void. 
Please obtain authorization directly or through your local sales 
representatives prior to returning the product. We can be contacted 
at the following email address or through our web-page contacts: 

sales@caresourceglobal.com 
https://www.caresourceglobal.com 

TTBH Pte Ltd 
email: sales@caresourceglobal.com

Website: www.caresourceglobal.com
ISO9001 Certified Firm 
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